INTERCONNECTS

SERIES 316 ¢ .100” GRID ELEVATED -

SINGLE ROW STRIPS

a‘ Number of Pins X .100" ‘« * Elevated socket strips are available in 5
different heights:
POEXXP IO XKML ’
L e 1 316..006 uses pin # 0153-1
81378125 316...003 uses pin # 0153-2
1 N 316..007 uses pin # 0153-3
.wie 095 10 125 ‘ 316...008 uses pin # 0153-4
i1 —L 7 23 316..001 uses pin # 0153-5
.038 DIA. See page 167 for details
118 « Hi-Rel, 4-finger BeCu #30 contact is rated at
E— 3 amps. See page 253 for details
FIG'O‘L o * Insulators are high temperature thermoplastic,
010+.018 suitable for all soldering operations
- ‘
A ORDERING INFORMATION
1y Series 316...006 Standoff Height =.236
118 FIG.1 316-XX-1__-41-006000
HE §
FIG.2 Specify number of pins 01-64
015-.025 ¢ Series 316...003 Standoff Height =.315
010+.018 g
* . *, =
[ — FIG.2 316-XX-1__-41-003000
146 0 4’11[0 166 ‘
[ 402 ) . ]
w | Specify number of pins 01-64
.038 DIA.
s o ‘ 4L Series 316...007 Standoff Height = .402
: - 118
i FIG.3 316-XX-1__-41-007000
FIG.3 Specify number of pins L 01-64
.015-.025 @
'0“;*‘018* Series 316...008 Standoff Height = .472
110 ‘
166 FIG.4 316-XX-1__-41-008000
472 T
Specify number of pins 01-64
18 Series 316...001 Standoff Height = .594
I §
316-XX-1__-41-001000
FIG.4 FIG.5 0
813-812; Specify number of pins 01-64
} L
I
116 .095 N 110 2 ‘ For
: N RoHS-2 XX=Plating Code Electri.cal, Mechanical
Lm*m,\ r 2011REEY See Below &Eniromenta Data
o8 0| e SPECIFY PLATING CODE XX= 91 93 41 43
1 Sleeve (Pin) @ )—— 200 "S/Pb | 200 1"S/Pb 200"Sn | 200" Sn
FIG.5 Contact (Clip) 0= 10p"Au | 30"Au 10wAu | 300" Au
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